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UNIA Sp. z o.o. is a Polish manufacturer 
of the widest, most comprehensive range 
of agricultural products in Europe.
We have 4 modern factories with world-class 
production equipment, and our history and 
expertise date back more than 140 years. 
It was at our factory that the first cultivator 
and rotary plough were made.
Through dedicated business partners, our 
products are sent to farmers in more than 
60 countries in the world, on every continent.
Thanks to our expertise, we offer our clients 
modern machines as well as the best agronomic 
solutions used in the most demanding global 
markets.
We offer a comprehensive range of agricultural 
equipment: farming machinery – from ploughs 
and cultivation units, seed drills and combination 
seed drills, distributors and spreaders, balers and 
wrappers, sprayers and potato harvesters to grain 
storage technologies.





TECHNOLOGICAL TRAILER

BIZON

BIZON technological trailers are intended primarily for large 
farms where farmers seek to accelerate harvest work and 
reduce combine downtime. 
Efficient grain collection and transport to trailers at the edge 
of the field can improve working efficiency by up to 30%. 
Thanks to two auger conveyors with a diameter of 450 mm 
located on the bottom of the cargo tank, the trailer ensures 
an unloading efficiency of 500 t/h. 
The machine can also be used to transport other bulk 
materials, such as granular fertiliser. 
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There are three different models of BIZON technological trailers:

BIZON 16 	�  – has one sprung single axle, and the cargo tank capacity is 16 m³.

BIZON 25 	�  – has sprung tandem suspension with a rear steering axle, and the cargo tank capacity is 26 m³.

BIZON 36 	�  – has sprung tridem suspension with front and rear steering axles, and the cargo tank capacity is 36 m³.

All models can work with a PTO with a speed of both 540 and 1000 rpm. An elevated chute pipe with an optional, hydraulically 
controlled discharge conveyor can be used to move the grain to truck semi-trailers.

THREE MODELS:

BIZON 25

BIZON 16

BIZON 36



Two auger conveyors
With a diameter of 450, located 
in the bottom of the cargo tank, 
and an unloading conveyor with 
a diameter of 500 mm for quick 
unloading.

Weighing system with 
a printer (optional)
based on strain gauges to 
monitor the quantity of the 
carried material. 

Special holes in the bottom of the cargo tank 
Hydraulically controlled to remove every last grain 
BIZON 16 – 4 holes  
BIZON 25 and 36 – 6 holes
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•	 hitch:
	» ø40-mm flange hitch
	» ø50-mm flange hitch
	» K80 ball hitch

•	 brakes:	
	» 2-line pneumatic brake system with ALB
	» 1-line pneumatic brake system (no EU 167/2013 approval!)

•	 wheels:
	» 800/60-R32
	» 650/75-R32
	» VF 650/60-R38
	» 750/70-R26
	» 710/60-R34
	» 750/60-R30.5
	» 650/65-R30.5
	» 750/60-30.5
	» 750/60-30.5

•	 weighing system (4 strain gauges)
•	 printer for the weighing system
•	 hydraulically folded tarpaulin cover
•	 hydraulically folded discharge conveyor
•	 chute pipe and cargo tank lighting

BIZON 16
EQUIPMENT AND TECHNICAL SPECIFICATIONS

BASE EQUIPMENT: REQUIRED EQUIPMENT:

OPTIONAL EQUIPMENT:

•	 2 efficient auger conveyors in the bottom of the cargo tank 
•	 special sliders to adjust unloading efficiency
•	 hydraulically folded discharge conveyor
•	 chute holes to clean the cargo tank
•	 lower drawbar
•	 hydraulic support foot
•	 wide-angle PTO shaft
•	 ladder 
•	 DEMI TANDEM single-axle parabolic spring suspension
•	 mudguards
•	 LED road lighting
•	 electronic discharge feeder rotation control system 
•	 clean water tank for washing
•	 toolbox
•	 fire extinguisher box with a 6-kg dry powder extinguisher
•	 EU 2013/167 approval up to 30 km/h



BIZON 16

Transport length [m] 7.30

Transport width [m] 2.95

Transport height [m] 3.95

Cargo tank capacity [m³] 16

Technical load capacity [kg] 13,300

Cargo tank dimensions (L/W) [m] 4.50 / 2.55

Loading height – tank sides [m] 3.60

Unloading height [m] 4.90

Unloading efficiency [t/h] up to 500

Unloading pipe diameter [mm] 500

PTO shaft speed [rpm] 540 / 1000

Power demand [HP] from 120

Maximum approved speed [km/h] ≤ 30

TECHNICAL SPECIFICATION
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BIZON 25
EQUIPMENT AND TECHNICAL SPECIFICATIONS

BASE EQUIPMENT:

•	 2 efficient auger conveyors in the bottom of the cargo tank 
•	 special sliders to adjust unloading efficiency
•	 hydraulically folded discharge conveyor
•	 chute holes to clean the cargo tank
•	 lower drawbar
•	 hydraulic support foot
•	 wide-angle PTO shaft
•	 working platform with a ladder 
•	 TANDEM suspension with parabolic springs, with self-adjusting 

steering rear axle
•	 mudguards
•	 LED road lighting
•	 electronic discharge feeder rotation control system 
•	 clean water tank for washing
•	 toolbox
•	 fire extinguisher box with a 6-kg dry powder extinguisher
•	 EU 2013/167 approval up to 30 km/h

•	 hitch:
	» ø40-mm flange hitch
	» ø50-mm flange hitch
	» K80 ball hitch

•	 brakes:	
	» 2-line pneumatic brake system with ALB
	» 1-line pneumatic brake system (no EU 167/2013 approval!)

•	 wheels:
	» 600/55-R26.5
	» 700/50-R26.5
	» 710/50-R26.5

•	 weighing system (6 strain gauges)
•	 printer for the weighing system
•	 rolled tarpaulin cover
•	 hydraulically folded discharge conveyor
•	 chute pipe and cargo tank lighting

REQUIRED EQUIPMENT:

OPTIONAL EQUIPMENT:



BIZON 25

Transport length [m] 9.00

Transport width [m] 2.95

Transport height [m] 3.95

Cargo tank capacity [m³] 26

Technical load capacity [kg] 17,500

Cargo tank dimensions (L/W) [m] 6.00 / 2.55

Loading height – tank sides [m] 3.60

Unloading height [m] 4.90

Unloading efficiency [t/h] up to 500

Unloading pipe diameter [mm] 500

PTO shaft speed [rpm] 540 / 1000

Power demand [HP] from 200

Maximum approved speed [km/h] ≤ 30

TECHNICAL SPECIFICATIONS:
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BIZON 36
EQUIPMENT AND TECHNICAL SPECIFICATIONS

BASE EQUIPMENT:

•	 2 efficient auger conveyors in the bottom of the cargo tank 
•	 special sliders to adjust unloading efficiency
•	 hydraulically folded discharge conveyor
•	 chute holes to clean the cargo tank
•	 lower drawbar
•	 hydraulic support foot
•	 wide-angle PTO shaft
•	 working platform with a ladder 
•	 TRIDEM suspension with parabolic springs, with rear and front 

self-adjusting steering axles
•	 mudguards
•	 LED road lighting
•	 electronic discharge feeder rotation control system 
•	 clean water tank for washing
•	 toolbox
•	 fire extinguisher box with a 6-kg dry powder extinguisher
•	 EU 2013/167 approval up to 30 km/h

•	 hitch:
	» ø40-mm flange hitch
	» ø50-mm flange hitch
	» K80 ball hitch

•	 brakes:	
	» 2-line pneumatic brake system with ALB
	» 1-line pneumatic brake system (no EU 167/2013 approval!)

•	 wheels:
	» 600/55-R26.5
	» 700/50-R26.5
	» 710/50-R26.5

•	 weighing system (6 strain gauges)
•	 printer for the weighing system
•	 folding tarpaulin
•	 hydraulically folded discharge conveyor
•	 chute pipe and cargo tank lighting

REQUIRED EQUIPMENT:

OPTIONAL EQUIPMENT:



BIZON 36

Transport length [m] 10.20

Transport width [m] 2.95

Transport height [m] 3.95

Cargo tank capacity [m³] 36

Technical load capacity [kg] 25,000

Cargo tank dimensions (L/W) [m] 7,.25 / 2.55

Loading height – tank sides [m] 3.60

Unloading height [m] 4.90

Unloading efficiency [t/h] up to 500

Unloading pipe diameter [mm] 500

PTO shaft speed [rpm] 540 / 1000

Power demand [HP] from 300

Maximum approved speed [km/h] ≤ 30

TECHNICAL SPECIFICATION
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UNIA Sp. z o.o.
Szosa Toruńska 32/38, 86-300 Grudziądz, Poland

NIP [VAT]: PL 8761008692
phone: +48 56 45 10 500, export@uniagroup.com

www.uniagroup.com


